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Installation Instructions
 Instructions d’installation Istruzioni per l’installazione Installationsanweisungen  安装指示书

 Instrucciones de instalación Installatie-instructies インストール手順	 إرشادات التركيب

SA0600/05

min
-20° C 

max
55° C 

1

2

1

kg

0.053 kg

RH
20 - 85%
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Torque = 
0.4 ~ 0.8 N.m

ø 5 mm max

www.philips.com/lighting

© 2019 Signify Holding. All rights reserved. Specifications are 
subject to change without notice. No representation or warranty 
as to the accuracy or completeness of the information included 
herein is given and any liability for any action in reliance thereon is 
disclaimed. Philips and the Philips Shield Emblem are registered 
trademarks of Koninklijke Philips N.V. All other trademarks are 
owned by Signify Holding or their respective owners.
4422 950 31032  24 July 2019

h = 13.5 ~ 19.5 mm

Sensor h

h = 19.5 ~ 25.5 mm

Device

44 mm (1.73 in)

h

Torque = 
0.2 ~ 0.5 N.m

Sensor h

3 4

2

1

4

D = ø 4 max x2

3ø 10 ~ 30 mm

3

1

4

2

D = ø 4 max x2

5a 5bFalse ceiling Concrete ceiling

D  Be suitable for the sensor be powered by class 2 energy limited 
source for NA region or SELV for EU region
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